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CITY OF PANAMA CITY BEACH 

  August 1, 2025 

ADDENDUM NO. 1  

PCB25-37 ITB – WASTEWATER TREATMENT FACILITY – 
PERIMETER SECURITY FENCING INSTALLATION 

 
Notice to Bidders – Whenever a conflict appears between this addendum and the initial 
solicitation, or plans, this addendum shall prevail, and as such shall constitute a binding portion 
of the contract documents. All provisions of the original specifications shall remain in force, except 
as specifically modified or changed herein. 
 
Additions, Deletions, and/or Clarifications: This addendum forms a part of the Contract 
Documents and modifies the original solicitation documents as noted below and supersedes all 
contrary information and requirements. Bidders shall acknowledge receipt of this Addendum. 
 
REVISIONS:  A revised scope of work and arial map is attached. 
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SCOPE OF WORK/SPECIFICATIONS 

 

GENERAL INFORMATION: 

The City of Panama City Beach is seeking a reliable and qualified Contractor for removal and 
replacement of perimeter security fencing at the Wastewater Treatment Facility.  Work includes 
fencing for the Reclaimed Water Site and Employee Parking Lot.   

a. Contractors shall be licensed to do business, insured, and in good standing with the State 
of Florida. 

b. Contractor is responsible for furnishing all tools, materials, and labor to complete the 
scope unless otherwise noted. 

c. Contractors are required to submit a site plan and any required paperwork to the Building 
Department for approval. 

d. Contractor is required to obtain all necessary permits, and underground utility locates for 
the project.  

e. Construction and installation shall be in accordance with the scope. 
f. Materials used in this Work shall be all new and conform to the requirements for class, 

kind, size and material as specified in this Scope of Work. 
g. Construction of the fence shall be per industry standards for security fencing and must be 

able to withstand hurricane conditions. 
h. Project consists of an 8’ security fence totaling approximately 8,000’ total. Approximately 

2,100’ will be galvanized and approximately 5,900’ will be black vinyl coated. 
i. There shall be eight (8) new gate openers. 

Each bidder shall become fully informed as to the extent and character of the work required prior 
to submitting a bid. No consideration will be granted for any alleged misunderstanding of the work 
to be done; it is understood that the submission of a bid is an agreement with all the items and 
conditions contained within the solicitation. 
 

SCOPE OF WORK/SPECIFICATIONS: 

Contractor is responsible for the complete removal and disposal of the existing fence, with the 
exception of indicated areas on provided arial map. City dumpsters shall not be utilized for 
construction related debris. Upon coordination with Facilities Maintenance, Contractor may 
dispose of only vegetative debris in which the Contractor removes at a designated area within the 
compound. 

 

1.  REFERENCE STANDARDS 

A. ASTM Standards 
1. ASTM A121 Standard Specification for Metallic-Coated Carbon Steel Barbed Wire 
2. ASTM A153 Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel 

Hardware. 
3. ASTM A392 Standard Specification for Zinc-Coated Steel Chain-Link Fence Fabric 
4. ASTM A491 Standard Specification for Aluminum-Coated Steel Chain- Link Fence 

Fabric 
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5. ASTM A824 Standard Specification for Metallic-Coated Steel Marcelled Tension 
Wire for Use with Chain Link Fence 

6. ASTM B117 Standard Practice for Operating Salt Spray (Fog) Apparatus 
7. ASTM F567 Standard Practice for Installation of Chain-Link Fence 
8. ASTM F668 Standard Specification for Polyvinyl Chloride (PVC), Polyolefin and 

other Organic Polymer Coated Steel Chain-Link Fence Fabric 
9. ASTM F1043 Standard Specification for Strength and Protective Coatings on Steel 

Industrial Fence Framework 
10. ASTM F1083 Standard Specification for Pipe, Steel, Hot-Dipped Zinc- Coated 

(Galvanized) Welded, for Fence Structures 
11. ASTM F1183 Standard Specification for Aluminum Alloy Chain Link Fence Fabric 
12. ASTM F1345 Standard Specification for Zinc 5% Aluminum-Mischmetal Alloy 

Coated Steel Chain-Link Fence Fabric 
13. ASTM G152 Standard Practice for Operating Open Flame Carbon Arc Light 

Apparatus for Exposure of Nonmetallic Materials 
14. ASTM G153 Standard Practice for Operating Enclosed Carbon Arc Light 

Apparatus for Exposure of Nonmetallic Materials 
15. ASTM G154 Standard Practice for Operating Fluorescent Ultraviolet (UV) Lamp 

Apparatus for Exposure of Nonmetallic Materials 
16. ASTM G155 Standard Practice for Operating Xenon Arc Light Apparatus for 

Exposure of Nonmetallic Materials 
 

B. Federal Specifications (FED SPEC) 
1. FED SPEC RR-F-191/3 Fencing, Wire and Post, Metal (Chain-Link Fence Posts, 

Top Rails and Braces) 
2. FED SPEC RR-F-191/4 Fencing, Wire and Post, Metal (Chain-Link Fence 

Accessories) 

2.  MATERIALS 

A. Black Vinyl Coated Fabric – Road frontage – South and West sides – See arial map for 
exact locations 

1. The fabric shall eight-foot (8’) high with woven 9-gauge black polyvinyl chloride 
(PVC)-coated steel wire in a 2” (two-inch) mesh and shall meet the requirements 
of ASTM F668, Class 2a. The fabric shall be woven from a 9-gauge aluminum-
coated steel wire in a 2” (two-inch) mesh and shall conform to the requirements of 
ASTM A491 and have a knuckle twist finish. 
 

B. Galvanized Fabric – East and North sides – See arial map for exact locations 
1. The fabric shall eight-foot (8’) high with woven 9-gauge steel wire in a 2” (two-inch) 

mesh and shall meet the requirements of ASTM A392, Class 2 with a knuckle twist 
finish. 
 

C. Barbed Wire 
1. Barbed wire shall be 3 (three) strand 12.5-gauge wire with 4 (four) point barbs and 

shall conform to the requirements of ASTM A121, Class 3, Chain Link Fence 
Grade. 

2. Color of barbed wire shall match fence color of appropriate side. 
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D. Posts, Rails, and Braces: Line posts, rails, and braces shall conform to the requirements 

of ASTM F1043 or ASTM F1083 as follows: 
1. All posts and rails must be Schedule 40, Grade A 
2. Measurements: 

i. All line posts shall measure 2 3/8” 
ii. All end/corner posts shall measure 2 7/8” 

iii. All top rails shall measure 1 5/8” and shall be continuous 
 

E. Gates: Gate frames shall consist of aluminum pipe, Schedule 40. Piping and fabric shall 
be the same color/coating/material as the fence in which the gate resides. Piping can be 
square or round. 

1. Vehicle Gate posts – 6 5/8” x 12’, 2 ½” Schedule 40 pipe 
2. Vehicular Gates 

i. Wastewater Treatment Plant Entrance – 35’ Opening – Double cantilever 
– Opener at this gate is 6 months old and shall be reused. 

ii. Reclaim Building Entrance – 24’ Opening – Double cantilever 
iii. Employee Parking Lot Entrance – 27’ Opening – Double cantilever 
iv. Southwest Corner Gate – Fuel Station – 27’ Opening – Double cantilever 
v. Southeast Corner Gate – Exit to Nautilus Street – 27’ Opening – Single 

cantilever 
3. Vehicle Gate Operators – For standardization purposes for maintenance, the City 

prefers the Max 2200 Pro Slide Gate Operator.  
4. Maintenance Gate posts – 2 3/8” 

i. 12’ Openings – Double Swing Gates – No Gate Operators 
ii. One located on the north side and one on the east side per arial map 

5. Pedestrian Gate posts – 2 3/8” 
i. Employee Parking Lot – 5’ Opening with self-closing hydraulic hinges and 

shall be access control compatible 
ii. Reclaim Water Building – 5’ Opening with self-closing hydraulic hinges 

and shall be access control compatible 
iii. The two (2) pedestrian gates on the east side of Gulf Blvd. side shall 

remain as is. The new fence shall meet the existing pedestrian gate at 
maximum of a 2” gap. 
 

F. Wire Ties and Tension Wires: Wire ties for use in conjunction with a given type of fabric 
shall be of the same material and coating weight identified with the fabric type. Tension 
wire shall be nine (9) gauge marcelled steel wire with the same coating as the fabric type 
and shall conform to ASTM A824. All material shall conform to Federal Specification RR-
F- 191/4. 
 

G. Slats: Must be a minimum of 1.25” in width and made of high-density polyethylene with 
UV inhibitors of the color black.  Slats are to be installed on the east side of Gulf Blvd. The 
slats also shall include a bottom locking channel that the vertical slats will lock into place 
with. 
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H. Miscellaneous Fittings and Hardware: Miscellaneous steel fittings and hardware for use 
shall be proportionate and of commercial grade with the fencing items specified. The color 
of fittings shall match the fabric and posts. Barbed wire support arms shall withstand a 
load of 250 pounds applied vertically to the outermost end of the arm. 
 

I. Concrete: All posts shall be set in concrete at a minimum dept of 36”. The minimum 
strength shall be 3,000 psi. Because this is a secure facility, the fence cannot be left open. 
It is recommended to use fast setting concrete as the fence must be put up the same day. 
A temporary security fence may be used as an alternative at the Contractor’s discretion 
and expense. Any temporary fence utilized must be equal to or greater than the current 
fence. 
 
 

3.  INSTALLATION 

A. Installing Posts:  
1. Posts should be spaced not more than ten (10) feet apart and should be set a 

minimum of 36 inches in concrete footings. The post holes shall be in proper 
alignment so that there is a minimum of three (3) inches of concrete on all sides of 
the posts. 
 

B. Installing Top Rails: The top rail shall be continuous and shall pass through the post tops. 
The coupling used to join the top rail lengths shall allow for expansion. 
 

C. Installing Braces: Horizontal brace rails, with diagonal truss rods and turnbuckles, shall be 
installed at all terminal posts. 
 

D. Installing Fabric: The wire fabric shall be firmly attached to the posts. All wire shall be 
stretched taut. The fence shall generally follow the contour of the ground, with the bottom 
of the fence fabric no less than one (1) inch or more than four (4) inches from the ground 
surface. At locations of small natural swales or drainage ditches and where it is not 
practical to have the fence conform to the general contour of the ground surface, longer 
posts may be used.  

E. Electrical Grounds: Two (2) Electrical grounds shall be installed at each gate opener. The 
ground shall be accomplished with a copper clad rod eight (8) feet long and a minimum of 
five-eighths (5/8) inches in diameter driven vertically until the top is six (6) inches below 
the ground surface. A No. 6 solid copper conductor shall be clamped to the rod and to the 
fence in such a manner that each element of the fence is grounded. Installation of ground 
rods shall not constitute a separate bid item and shall be considered incidental to fence 
construction. 

1. On the south and west side shall be no more than 200” apart and within 25” of 
each gate. 

2. Grounding rods shall be on any side of a fence with a gate opener. 
 

F. Cleaning up: The Contractor shall remove from the vicinity of the completed work all tools, 
buildings, equipment, etc., used during construction. 
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G. Laydown areas: The City shall provide a laydown area or multiple areas for Contractor 
use.  Areas shall be determined prior to the commencement of work. 

 

LOCATION: 
Wastewater treatment facility 
200, 205, and 206 N Gulf Blvd, Panama City Beach, FL 32413 
 
PROJECT TIMELINE: 

a. Project Completion shall be obtained within ninety (90) calendar days after the Notice to 
Proceed has been issued. 

b. This is a secure facility.  Working hours will be Monday through Friday between the 
hours of 6AM – 4PM.  Coordination with Facilities Maintenance will be required prior to 
the onset of work. 

PERSONNEL/SAFETY: 
a. Site safety setup shall comply with OSHA standards.  
b. A preliminary site inspection prior to the commencement of the project shall be 

completed to identify potential areas of hazard. The area will remain in use during the 
Project.  

c. Contractors must comply with the background check requirements in the City’s Terms 
and Conditions. 
 

WARRANTY: 

• A minimum of one year warranty must be supplied. The City’s Warranty Form included in 
this Bid must be provided at the completion of construction. 

 

TERMS OF CONTRACT: 

A. The City will award a contract to the lowest responsive and responsible bidder.   
 

B. Payment will be made in accordance with the Standard Terms and Conditions.  The City 
shall determine the quality and acceptability of the Work, receive appropriate written 
warranties, and final passing inspection report, prior to releasing payment.  The City shall 
decide finally and conclusively any differences that may arise as to the interpretation of 
the specifications or the fulfillment of the terms of the Contract. 
 

C. This Agreement shall take effect on the executed date of award through project 
completion, and satisfactory inspection.   
 

D. Bidder shall be deemed an independent Contractor as to the product requested and not 
an agent or servant in the employ of the City. 

E. All Bids shall be firm and be valid for a period of forty-five (45) days.  
 

[END OF SCOPE OF WORK] 


