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ADDENDUM NO. 2  

PCB25-37 ITB – WASTEWATER TREATMENT FACILITY – 
PERIMETER SECURITY FENCING INSTALLATION 

 
Notice to Bidders – Whenever a conflict appears between this addendum and the initial 
solicitation, or plans, this addendum shall prevail, and as such shall constitute a binding portion 
of the contract documents. All provisions of the original specifications shall remain in force, except 
as specifically modified or changed herein. 
 
Additions, Deletions, and/or Clarifications: This addendum forms a part of the Contract 
Documents and modifies the original solicitation documents as noted below and supersedes all 
contrary information and requirements. Bidders shall acknowledge receipt of this Addendum. 
 
REVISIONS:   
 
1. Revised Aerial Map – Fenceline on the southside of the compound will be reinstalled along 
the roadside versus in the existing fence footprint. The existing fence on this line shall be removed 
and properly disposed of. A revised aerial map attached. 
 
2. Due to the revisions to the Aerial Amp - Item h in the general information section of the 
Scope of Work had the measurements for the various types of fencing have been removed as 
indicated below. 
 

h. Project consists of an 8’ security fence totaling approximately 8,000’ total. 
Approximately 2,100’ will be galvanized and approximately 5,900’ will be black vinyl 
coated. 

 
NOTE:  The measurements provided in the Scope of Work are original estimates prepared prior 
to the site visit. Modifications to the fence lines made during the site visit, along with the updated 
Aerial Map included in this Addendum, may have affected the materials required. It is the sole 
responsibility of the Bidder to conduct and verify all measurements and determine the necessary 
materials for the project. 
 
QUESTIONS: 
 

1. The layout provided in the Addendum does not cover all the different lines of fence.  Can 
you confirm we are to use the existing footprint like stated in the site visit? 

 
A.  The updated aerial map is color coded to display where the two types of fencing are 
to be installed, where gates are to be installed, and denotes fencing lines that are to 
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remain. It is a guide – the footprint of the existing fence line is to be followed as indicated 
in the site visit – with the exception of deviations as noted on the aerial map and in this 
addendum. A site plan shall be provided by the bidder with their bid. Accurate 
measurements and material quantities are the responsibility of the bidder. 




